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SPECIFICATIONS AMENDMENTS 



INSERT on page 3, between lines 24 and 25, the following 
figure description paragraph: 



FIG. 6 is a rear elevational view of the system of FIG. 6. 



REPLACE the paragraph at page 4, lines 18-22, with the 
following amended paragraph: 

The rail may be made of any suitable material , to include 
metal, plastic and/or wood. Each rail can be made in -irn 
separate components and assembled, or, preferably, made to be of 
one piece and of the same material throughout. For example, each 
rail can be made in one unitary piece of extruded aluminum. 

REPLACE the paragraph, which bridges pages 4 and 5, with the 
following amended paragraph: 

With respect to the drawings, rail 100 can be mounted to 
pickup truck 5 in its cargo bed area 6 on side walls — ? — (one - 
illustrated) ; 7 ; front wall 8; and/or tailgate inside wall 9. 
Note, FIGS. 1 and 6. The rail 100 includes upwardly facing 
channel 10 and sidewardly facing channel 20, connected through 
vertical member 30, and in the configuration depicted may be 
considered to be a "y-rail." 

REPLACE the paragraph, which bridges pages 5 and 6, with the 
following amended paragraph: 

The sidewardly facing channel 20 can be defined by inside, 
downwardly projecting securing tab 21; top 22; outside wall 23, 
which can be part of the vertical member 30; bottom 24; and 
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upwardly projecting securing tab 25. Downwardly projecting tab 
26 may also be provided t o be provided ■ for additional securing 
capability. The sidewardly facing channel 20 thus may be 
considered to have a C- or G-shape, with the lower member even 
considered to have a T-shape. The shape of the channel 20 can 
provide for ready attachment and/or removal of the tool box, gun 
or game safe, dog or other animal cage, hook for tying loose 
cargo, tie down, motorcycle or ATV lock support, boat carrier, 
ski rack, pipe or lumber rack, glass rack, cargo bed area 
divider. Suitable fastening contrivances, for instance, twist 
tab 27 (FIGS. 2 & 3) ; button-end screw clamp 28 (FIG. 4) ; C-frame 
screw clamp 29 (FIG. 5) , may be used with the channel 20 for the 
purpose. A simple hanging hook, or a button or eye, may be used. 



